[image: ]

[image: ]


FAAC SECURITY BOLLARD J 355 F M30-P1
PROCUREMENT SPECIFICATION -preliminary





Shallow mounted  HIGH SECURITY BOLLARD M30 rated , penetration rate =P1 , certified and crash tested in accordance to ASTM F2656-07 standard (“Standard Test Method for Vehicle Crash Testing of Perimeter Barriers”).

APPLICATIONS: 
Sensitive areas, like: military sites,  airports, embassies, consulates, banks, marine zones, prisons, sensitive industrial sites or wherever is required an high security level in terms of perimeter protection.

PRODUCT FEATURES:
· The bollard is a fixed one with shallow foundation
· M30-P1 crash rated according to ASTM F2656-07 standard
	· Cylinder material S355JR EN 10210
	


· steel cylinder height  1000mm off ground
· diameter 355mm
· white reflecting strip 55mm height (the same of the current automatic M30).
· Screwed top cover with Faac logo (the same of the current automatic)

OPTIONS:
The cylinder finishing can be: 
· Cataphoresis and polyester powder painted Dark grey metallised (powder painted AKZO Nobel Nero Volcanic cod. 40388-SW306F.
· Sleeve Stainless steel satin finishing

ACCESSORIES: 
	No specific accessories

Packaging: 
	ISPM 15 compliance


















Drawing : holes to fit the Faac M30 top plate on the cylinder
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